
1" WATER SERVICE

AUD DETAIL 1.9

WATER MAIN

PROFILE VIEW

NOTES:
1. WATER METERS SHALL BE PURCHASED FROM AUGUSTA UTILITIES DEPARTMENT.
2. COMMERCIAL WATER METERS SHALL BE INSTALLED BY CONTRACTOR.
3. RESIDENTIAL METER BOXES SHALL BE INSTALLED AND MAINTAINED BY THE DEVELOPER

UNTIL THE RESIDENCE IS OCCUPIED.
4. COUPLINGS AND REDUCERS REQUIRED ON NEW SERVICES BETWEEN CURB STOP AND METER

SHALL BE INSTALLED BY THE CONTRACTOR.
5. 12 GAUGE SINGLE STRAND COATED WIRE TO BE LOCATED ON TOP OF WATER MAIN.
6. APPROVED ADAPTERS SHALL BE USED WHERE NECESSARY TO PROVIDE A TRANSITION

BETWEEN PIPES AND/OR FITTINGS OF DIFFERING OUTSIDE DIAMETERS AND MATERIALS.
7. METER SHOULD BE LOCATED 1 FOOT INSIDE OF RIGHT OF WAY.
8. BRASS NIPPLE IS THE SEPARATION BETWEEN PRIVATE & PUBLIC SIDE OF METER.

METER BOXES ARE TO BE EJ IRON WORKS CAST
IRON  METER BOX WITH COVER OR APPROVED
EQUAL WITH 1-7/8" HOLE FOR AMR

12 GAUGE COPPER
LOCATING WIRE
SEE NOTE 5

1" 317 - DOUBLE STRAPPED TAPPING SADDLE (SMITH BLAIR) ON DI

1" BALL CORPORATION STOP
(FORD FB1000-4GNL) OR APPROVED EQUAL

1" SOFT K COPPER OR COPPER TUBE SIZE (CTS) DR11 HDPE.
A COUPLING WILL NOT BE ALLOWED UNDER THE ROADWAY.
USE CTS HDPE IF OVER 100 FEET IN LENGTH.

SERVICE LINE TO BE CAREFULLY BENT
TO ACHIEVE 90° ANGLE AT DESIRED
METER LOCATION

1" FULL PORT CURB STOP
(FORD B11-444W) OR
APPROVED EQUAL

48" MIN. COVER
#57 STONE

RIGHT-OF-WAY PRIVATE PROPERTY

NO REVISION OR MODIFICATION OF THIS DETAIL SHALL BE MADE WITHOUT PRIOR
WRITTEN APPROVAL FROM AUGUSTA UTILITIES DEPARTMENT.

12 GAUGE COPPER
LOCATING WIRE

1" X 12" BRASS
NIPPLE & CAP
(COMMERCIAL
PRODUCTS ONLY.)

COUPLING

AUGUSTA UTILITIES DEPARTMENT

452 WALKER STREET, SUITE 200

AUGUSTA, GA 30901

NOTE:
METER PER AUD
STANDARDS

SECURE END OF LOCATING WIRE ABOVE FINISH
GRADE  TO A 12"-#3 REBAR INSIDE OF METER BOX.
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